PLANTING SPECIFICATIONS:

GENERAL RANGE OF SOIL MODIFICATIONS & LAA[DSCAPE SCHE‘DZ /LE 1. SCOPE OF WORK A PLANTING PITS SHALL BE DUG WITH LEVEL BOTTOMS, WITH THE WIDTH TWICE
VOLUMES FOR VARIOUS SOIL CONDITIONS THE DIAMETER OF ROOT BALL. THE ROOT BALL SHALL REST ON UNDISTURBED
(THREE OPTIONS LISTED FOR EACH PLANTING) A THIS WORK SHALL CONSIST OF PERFORMING, CLEARING AND SOIL GRADE. EACH PLANT PIT SHALL BE BACK FILLED WITH THE FOLLOWING PREPARED

PREPARATION, FINISH GRADING, PLANTING AND DRAINAGE, INCLUDING ALL LABOR, SOIL MIXED THOROUGHLY:

MATERIALS, TOOLS, EQUIPMENT, AND ANY OTHER APPURTENANCES NECESSARY FOR 1

PART PEAT MOSS

P:\03\P03-0109.01\LD PLANS\REY_12\P03-0109.010VERALL—12—-—->LAYOUT: 39 PCSNM DETALS

] MIN/ WOTH PREPARED SOIL FOR TREES (X KEY BOTANICAL NAME COMMON_NAME IZE REMARKS
POST-CONSTRUCTION SOL CONOITON / % TWE OF PREPARATON KEY THE COMPLETION OF THIS PROJECT. 1 PART COW MANURE BY VOLUME
600D SOIL (NOT PREVIOUSLY GRADED OR COMPACTED, TOPSOLL LAYER s{Hr»‘z.H &RERW‘/\SCEG RT&ETEV’;\DTH OF THE ROOT BALL, ;(égsgn THE EXISTING SOILS TO THE WIDTHS AND DEPTHS SHOWN IN DETALS SHADE TREES 3 PARTS TOPSOIL BY VOLUME
e . * ACER RUBRUM 'OCTOBER GLORY’ OCTOBER GLORY RED MAPLE 2 1/2-3" CAL B+B 21 GRAM 'ACRIFORM' PLANTING TABLETS AS FOLLOWS:
NOTES: - . + 2 TABLETS PER 1 GAL. PLANT
COMPACTED SOIL (NOT PREVIOUSLY GRADED, TOPSOIL LAYER DISTURBED .- kg%a%“&gCE[))(EPT[‘;‘S(%ESDO%;GR‘CTHCEUmEmSU*;NQODE;TRVS@%‘G’LT‘N DETALS 1) NO SOIL OR MULGH SHALL BE PLAGED AGAINST ROOT GOLLAR OF PLANT. PLATANUS X ACERIFOLIA 'BLOODGOOD BLOODGOOD LONDON PLANETREE(S) 2 1/2-3" CAL. B+B A.  GENERAL — ALL MATERIALS SHALL MEET OR EXCEED SPECIFICATIONS AS 3 TABLETS PER 5 GAL. PLANT
BUT NOT ELIMINATED) : 2.) REMOVE ALL ROPE FROM TRUNK & TOP OF ROOT BALL. FOLD BURLAP BACK 1/3 FROM ROOT BALL 1) NO SOIL OR NULCH SHALL BE PLACED AGANST ROOT COLLAR OF PLANT QTY=29 TILIA CORDATA 'GREENSPIRE’ GREENSPIRE LINDEN 2 1/2-3" CAL. B+B OUTLINED IN THE STATE DEPARTMENT OF TRANSPORTATION (D.0.T.) MANUAL OF 4 TABLETS PER 15 GAL. PLANT
3. PLANTING DEPTH SHALL BE THE SAVE AS GROWN IN NURSERY - ROADWAY AND BRIDGE CONSTRUCTION (LATEST EDITION) OR APPROVED EQUAL. LARGER PLANTS (2) TWO TABLETS PER 1/2” DIAM. OF TRUNK CALIPER
MINIMUM TREATMENT: LOOSEN EXISTING SOL TO WIDTHS AND DEPTHS SHOWN, ADD 4.) THOUROUGHLY SOAK THE TREE ROOT BALL AND ADJACENT PREPARED SOIL SEVERAL TIMES DURING THE FRST MONTH AFTER PLANTING AND g% EEZ&KSGALDLEPF;%PESHZT?MBER;J:; SﬁMTE"iSOERZ%"NT ‘SALNLU-R%Q BURLAP BACK 1/3 FROM ROOT BALL ( ) ) /
COMPOSTED ORGANIC MATTER TO BRING ORGANIC CONTENT UP TO 5% DRY WEIGHT. g .
GRADED SUBSOILS AND CLEAN FILLS WITH CLAY CONTENT BETWEEN § & 0 OPTIU TREATWENT : REMOVE TOP 8-10 IN. OR THE EXISTNG SOLS T0 THE 5) ?,SSUELS%MT%RFOL;E:S#LGW;W F&ém%yg@ﬂm?? ROUGH T0 AVOID MATTING OF SOIL LAYERS AS NEW SOIL IS ADDED. T IS PREFERABLE 4) THOUROUGHLY SOAK THE TREE ROOT BALL AND ADJACENT PREPARED SOIL SEVERAL TINES DURING THE FIRST MONTH AFTER PLANTING AND ACER RUBRUM RED MAPLE 2 1/2-3" CAL. B+B B. PLANTS — ALL PLANTS SHALL BE HEALTHY OR NORMAL GROWTH, WELL B.  PREPARED SOIL SHALL BE TAMPED FIRMLY AT BOTTOM OF PIT. FILL
% WIDTHS AND DEPTHS SHOWN, ADD 8-10 IN. OF LOAM TOPSOL " 70 TILL THE FIRST LIFT (2 T0 3 IN.) OF PLANTING SOIL INTO THE SUBSOLL ’ REGULARLY THROUGHOUT THE FOLLOWING TWO SUMMERS. * QUERCUS BOREALIS NORTHERN RED OAK 2 1/2-3" CAL B+B ROOTED, FREE FROM DISEASE AND INSECTS. PREPARED SOIL AROUND BALL OF PLANT 1/2 WAY, AND INSERT PLANT TABLETS.
6) REFER T0 THE CHART "GENERAL RANGE OF SOIL MODIFICATIONS & VOLUMES FOR VARIOUS SOIL CONDITIONS” TO DETERMNE  MINMUM WIDTH OF 5 THE BOTIOM OF PLANTING PIT EXCAVATIONS SHOULD BE ROUGH TO AVOID MATTING OF SOIL LAYERS AS NEW SOIL IS~ ADDED. T IS ) ) " ’ COMPLETE BACK FILL AND WATER THOROUGHLY.
PREPARED SOLL (). PREFERABLE T0 TILL THE FIRST LIFT (2 T0 3 IN) OF PLANTING SOIL INTO THE SUBSOLL QTY—41 ZELKOVA SERRATA 'GREEN VASE GREEN VASE ZELKOVA 2 1/2-3" CAL. B+B C. TOPSOIL — LOAMY SILT, HAVING AN ORGANIC CONTENT NOT LESS THAN 5%,
POOR QUALITY FILLS, HEAWY CLAY SOILS, SOILS CONTAMINATED WITH 20 FT. REMOVE EXISTING SOILS TO THE WIDTHS AND DEPTHS CONTAMINATED WITH RUBBLE 6.) REFER TO THE CHART "GENERAL RANGE OF SOIL MODIFICATIONS & VOLUMES FOR VARIOUS SOIL CONDITIONS" TO DETERMINE MINIMUM WIDTH DH RANGE BETWEEN 4.5 — 7’ BE FREE OF DEBR\S, ROCKS LARGER THAN TWO c. ALL PLANTS SHALL BE SET SO THAT, THEY BEAR THE SAME RELATION TO
RUBBLE OR TOAC MATERAL OR TOXC MATERAL . 9 OF PREPARED SOLL (X). - : . INCHES (27), WOOD, ROOTS, VEGETABLE MATTER AND CLAY CLODS. THE REQUIRED GRADE AS THEY BORE TO THE NATURAL GRADE BEFORE BEING
% AVOID PURCHASING TREES WITH TWO LEADERS OR REMOVE AVOD PURCHASNG TREES WITH TWO LEADERS OR REMOVE FRAXINUS AMERICANA "AUTUMN PURPLE AUTUMN PURPLE ASH 2 1/2-3" CAL. B+B TRANSPLANTED.
REFERENCE: ARCHITECTURAL GRAPHIC STANDARDS 1998 CUMULATIVE SUPPLEMENT. ONE AT PLANTING: OTHERWISE, DO NOT PRUNE TREE AT ONE AT PLANTING: OTHERWISE, DO NOT PRUNE TREE AT * | IQUIDAMBAR STYRACIFLUA 'ROTUNDILOBA’ SEEDLESS SWEETGUM 2 1/2-3" CAL. B+B D. MULCH — DOUBLE SHREDDED HARDWOQQOD BARK MULCH.
PLANTING EXCEPT FOR SPECIFIC STRUCTURAL CORRECTIONS PLANTING EXCEPT FOR SPECIFIC STRUCTURAL CORRECTIONS, QUERCUS PHELLOS WILLOW OAK 2 1/2-3" CAL B4B D. PREPARE RAISED EARTH BASIN AS WIDE AS PLANTING HOLE OF EACH TREE
QTY—44 ’ 3. FERTILIZER AND SOIL CONDITIONER
SREPARE SOL N THE ENTRE B0 FOLD BURLAP AWAY FROM TOP OF ROOT BALL FOLD BURLAP AWAY FROM TP OF ROOT BALL E.  WATER IMMEDIATELY AFTER PLANTING. WATER SHALL BE APPLIED TO EACH
USNG PROCEDURES OUTLINED IN FOR CONTHNER-GROWN SHRUBS, USE FINGER OR SWALL : : . A.  ORGANIC FERTIUZER — SHALL BE PROCESSED SEWER SLUDGE WITH MINIMAL TREE AND SHRUB IN SUCH MANNER AS NOT TO DISTURB BACK FILL AND TO THE
SOIL NODIFCATONS CHART HAND TOOLS T0 PULL THE ROOTS OUT OF THE OLTER 7 00T BALL FLUSH T0 GRIDE. OR SEYERAL INGHES DO NOT STAKE SET ROOT BALL FLUSH TO GRADE OR  SEVERAL * FRAXINUS PENSYLVANICA "SUMMIT SUMMIT' GREEN ASH 2 1/2-3" CAL. B+B CONTENT OF 1% NITROGEN AND 2% PHOSPHORIC ACID, EQUAL TO °NITROHUMIS'. EXTENT THAT ALL MATERIALS IN THE PLANTING HOLE ARE THOROUGHLY SATURATED.
PLANT SHALL BE TRANSPLANTED AT THE LAYER OF POTIING SOIL: THEN CUT OR PULL APART ANY OR WRAP TRUNK INCHES HIGHER IN POORLY  DRAINING SOILS. QUERCUS ALBA WHITE OAK 2 1/2-3" CAL. B+B
ROOTS THAT CIRCLE THE PERMETER OF THE CONTANER. DO NOT STAKE OR WRAP TRUNK HIGHER IN POORLY DRAINING SOILS. '
S»EgTE PG;’(‘)??ET’(‘]SB‘;LB%EEA%TQER&J;PS\EZY - " BULT-UP EARTH SAUCER QTY—36 QUERCUS COCCINEA SCARLET QAK 2 1/2-3" CAL. B+B B. ORGANIC FERTILIZER AND SOIL CONDITIONER — SHALL BE 'GRO—POWER' AND F. PRUNE ALL PROPOSED TREES DIRECTLY ADJACENT TO WALKWAYS TO A MIN.
CUT AND RENOVE BURLAP FROM TOP 4" BULT-UP EARTH SAUCER Y=MINMUM WIDTH OF PREPARED ORGANIC BASE MATERIALS COMPRISED OF DECOMPOSED ANIMAL AND VEGETABLE OF 7' BRANCHING HEIGHT.
ONE-THRD OF ROOT BALL AS SHOWN. ULCH AS SPECFIED (DO NOT PUT MULCH AGANST SOIL FOR TREES. MULCH AS NECESSARY (DO NOT PLACE MULCH IN MATTER AND COMPOSTED TO SUPPORT BACTERIAL CULTURES, CONTAINING NO
ﬂHE BASE OF THE PLANT) PREPAF?EDPASR(?LPSTR Jgggs X=MNIMUM WIDTH MULCH AS SPECIFIED (DO NOT PLACE MULCH IN CONTACT WITH CONTACT WITH TREE TRUNK) ORNAMENTAL TREES POULTRY, ANIMAL OR HUMAN WASTE. GUARANTEED ANALYSIS (5-3—1) NITROGEN 9. GROUND COVER
1 PART COW MANURE OF PREPARED TREE RN At Pt Mogs. BEFORE PLANTING 00 3 T0 4°  OF * CORNUS FLORIDA WHITE FLOWERING DOGWOOD 2-2 1/2" CAL B+8 5%.  PHOSPHATE 3%, POTASH 1%. 507 HUMUS AND, 15% HUMIC ACIDS. "
PLANTING Wi s 3 PARTS TOPSOL PIOL FOR TREES. BEFORE PLANTING ADD 3 T0 4” OF 1 PART CON WANURE WELL-COMPOSTED LEAVES OR RECYCLED @ CRATAEGUS PHAENOPYRUM WASHINGTON HAWTHORN 2-2 1/2" CAL B+B A AL GROUND COVER AREAS SHALL RECEVE A 1/4" LAYER OF HUMUS RAKED
1 PART PEAT MOSS FINISHED GRADE WELL-COMPOSTED LEAVES OR RECYCLED YARD 3 PARTS TOPSOIL YARD WASTE TO BED AND TILL INTO TOP . , N . 4. GENERAL WORK PROCEDURES INTO THE TOP 1" OF PREPARED SOIL PRIOR TO PLANTING GROUND COVER.
1 PART CON MANURE —T1 TTT— 7 K 1T VASTE 10 BED 2D AL INTD Top B oF 6" OF PREPARED SOL. OTY—4 MALUS BACCATA 'COLUMNARIS COLUMNAR SIBERIAN CRABAPPLE 2-2 1/2" CAL. B+B
3 PARTS TOPSOL =1k T = SLACE SHRUB O FIRM SOL N P PREPARED SOLL A LANDSCAPE WORK SHALL COMMENCE AS SOON AS THOSE PORTIONS OF THE B.  SPACING AND VARIETY OF GROUND COVER SHALL BE AS SHOWN ON
R D L CHANGE Wi *‘ ‘ ‘ ‘ ‘:‘ [coANER — BOTION OF HOLE. SUBGRADE =] E UNDISTURBED SITE ARE AVAILABLE. CONTRACTOR TO UTILIZE WORKMANLIKE STANDARDS IN DRAWINGS.
) ‘ :mi Fspadit Wf > 4-6" DEEPER THAN ROOT BALL SUBGRADE 46" DEEPER THAN ROOT BALL * AMELANCHIER CANADENSIS MULTI STEM REGENT SERVICEBERRY 8-10" B+B PERFORMING ALL LANDSCAPE CONSTRUCTION. THE SITE IS TO BE LEFT IN A CLEAN
— 1 e e e = = —| [T D1C WIOE. SHALLOW HOLE BETULA NIGRA MULT! STEM RIVER BIRCH 19-14" B4B STATE AT THE END OF EACH DAYS WORK. ALL DEBRIS, MATERIALS, AND TOOLS C.  IMMEDIATELY AFTER PLANTING GROUND COVER, CONTRACTOR SHALL
. == == =L == N == = UDISTURBED SUBCRAOE WITH TAPED SIDES OUT BANDS OF WIRE BASKET AND FOLD AWAY FROM TOP DIG WIE, SHALLOW HOLE = CARPINUS. CAROLINIANA AVERICAN. HORNBEAN 2 1/2-3" CAL g SHALL BE PROPERLY STOCKPILED OR DISPOSED OF. ALL PAVED SURFACES SHALL  THOROUGHLY WATER GROUND COVER.
VEL-CONPOSES LEAS Mo fe0rLeD —lI= == OF ROUT BALL.REMOVE AL NON-BODEGRADKELE WATERALS  WITH TAVPED SIOES CUT BANDS OF WIRE BASKET AND FOLD AVAY FROM TOP OF QTY-23 /2= + BE SWEPT CLEAN AT THE END OF EACH DAYS WORK.
YARD WASTE TO BED AND TILL INTQ TOP 6* 24 VINNUM SOIL SURFACE ROUGHENED TO TAMP SOIL SOLIDLY AROUND BASE SET ROOT BALL ON FIRM PAD N OTIOM OF HOLE TAMP SOIL SOLDLY AROUND ROOT BALL  RENOVE ALL NON-BIODEGRADABLE. NATERIALS. D. ALL GROUND COVER AREAS SHALL BE TREATED WITH A PRE—EMERGENT
OF PREPARED SOIL o Rt RO OF ROOT BALL BASE OF ROOT BALL SET ROOT BALL ON FIRM PAD N BOTIOM OF HOLE — 5. WEEDING BEFORE FINAL LANDSCAPE INSPECTION. GROUND COVER AREAS SHALL BE WEEDED
: @ * CORNUS KOUSA KOUSA DOGWOOD 8'-1 B+B PRIOR TO APPLYING PRE-EMERGENT. PRE—EMERGENT TO BE APPLIED AS PER
CORNUS MAS CORNELIAN CHERRY 2-% B+B A BEFORE AND DURING PRELIMINARY GRADING AND FINISH GRADING, ALL WEEDS MANUFACTURER'S RECOMMENDATION.
DECIDUOUS AND EVERGREEN SHRUB PLANTING DETAIL DECIDUOUS TREE PLANTING DETAIL EVERGREEN TREE PLANTING DETAIL STANDARD CONSTRUCTION DETAIL #1 MAGNOLIA X SOULANGIANA SAUCER MAGNOLIA 610 548 AND GRASSES SHALL BE DUG OUT BY THE ROOTS AND DISPOSED OF AT THE
NOT 10 SCALE Vegetated Channels QTY—-6 CONTRACTOR'S EXPENSE 10. FINISH GRADING
NOT 1O SCALE NOT TO SCALE 9
EVERGREEN TREES 6. TOPSOILING A ALL AREAS WILL BE RECEIVED BY THE CONTRACTOR AT SUBSTANTIALLY
- PLUS/MINUS .1 FOOT OF FINISH GRADE.
PICEA ABIES NORWAY SPRUCE 6-7 B+B A CONTRACTOR TO PROVIDE FOUR INCHES (4") MINIMUM THICK TOPSOIL LAYER
PICEA OMORIKA SERBIAN SPRUCE 6-7' B+B IN ALL PLANTING ~AREAS. TOPSOIL SHOULD BE SPREAD OVER A PREPARED B. ALL LAWN AND PLANTING AREAS SHALL BE GRADED TO A SMOOTH, EVEN
* PICEA PUNGENS COLORADO SPRUCE 6-7’ B+B SURFACE IN A UNIFORM LAYER TO PRODUGE A FOUR INCH (4") COMPACTED AND UNIFORM PLANE WITH NO ABRUPT CHANGE OF SURFACE, UNLESS OTHERWISE
QTY-20 THICKNESS. TOPSOIL PRESENT AT THE SITE, IF ANY, MAY BE USED TO DIRECTED BY LANDSCAPE ARCHITECT. SOIL AREAS ADJACENT TO THE BUILDINGS
SUPPLEMENT TOTAL AMOUNT REQUIRED. CONTRACTOR TO FURNISH AN ANALYSIS OF SHALL SLOPE AWAY
o ON-SITE TOPSOIL UTILIZED IN ALL PLANTING AREAS. ADJUST pH AND NUTRIENT
* PSEUDOTSUGA MENZIESII DOUGLAS FIR -7 B+8 LEVELS AS REQUIRED TO ENSURE AN ACCEPTABLE GROWING MEDIUM. C. ALL PLANTING AREAS SHALL BE GRADED AND MAINTAINED TO ALLOW FREE
PINUS STROBUS EASTERN WHITE PINE 6-7 B+B FLOW OF SURFACE WATER.
TSUGA CANADENSIS CANADIAN HEMLOCK 6-7’ B+B 7. SOIL_CONDITIONING
QTY-19 11. GUARANTEE
SHRUBS A.  CULTIVATE ALL AREAS TO BE PLANTED TO A DEPTH OF 6". ALL DEBRIS
- EXPOSED FROM EXCAVATION AND CULTIVATION SHALL BE DISPOSED OF AT THE A, CONTRACTOR SHALL GUARANTEE ALL PLANTS FOR A PERIOD OF ONE (1)
LINDERA BENZOIN SPICEBUSH 30-36 #5 CAN CONTRACTOR'S EXPENSE. SPREAD EVENLY IN ALL PLANTING AREAS AND TILL (2 YEAR FROM APPROVAL OF LANDSCAPE INSTALLATION BY THE APPROVING AGENCY.
VACCINIUM CORYMBOSUM HIGHBUSH BLUEBERRY 30-36" #5 CAN DIRECTIONS) INTO TOP 4" WITH THE FOLLOWING PER 1,000 SQ. FT.: OWNER TO SECURE A MAINTENANCE BOND FROM THE CONTRACTOR FOR TEN
* VIBURNUM DENTATUM ARROWWOOD VIBURNUM 3—4 B+B 20 POUNDS 'GRO—POWER' PERCENT (10%) OF THE VALUE OF THE LANDSCAPE INSTALLATION WHICH WILL BE
QTY=100 700 POUNDS AGRICULTURAL GYPSUM RELEASED AT THE COMMENCEMENT OF THE GUARANTEE PERIOD AND PASSES A
20 POUNDS NITROFORM (COURSE) 38-0-0 BLUE CHIP FINAL INSPECTION BY THE OWNER OR OWNER'S REPRESENTATIVE.
o CLETHRA ALNIFOLIA SUMMERSWEET CLETHRA 24-30" #3 CAN
" : TYPE "M~ FRAME WITH s . 12, CLEANUP
Rip-Rap Apron Calculations @ CORNUS AMMOMUM CORKSCREW HAZELNUT 3-4 B+B SOIL_MODIFICATIONS:
STRUCTURAL STEEL GRATE * CORNUS SERICEA (FORMERLY STOLONIFERA) RED OSIER DOGWOOD 2-3 B+B THOROUGHLY TILL ORGANIC MATTER INTO THE TOP 6 TO 12 IN. OF MOST A, UPON THE COMPLETION OF ALL PLANTING WORK AND BEFORE FINAL
EROSION AND SEDIMENTATION CONTROL PLAN (SEE DETAILS) LINING INSTALLATION QTY-75 PLANTING SOILS TO IMPROVE THE SOIL'S ABILITY TO RETAIN WATER AND y
NUTRIENTS.  USE COMPOSTED BARK. RECYGLED YARD WASTE. PEAT MOSS. OR ACCEPTANCE, THE CONTRACTOR SHALL REMOVE ALL MATERIAL, EQUIPMENT, AND
. ; " ' ! ; DEBRIS RESULTING FROM HIS WORK. ALL PAVED AREAS SHALL BE BROOM
STANDARD WORKSHEET # 23 TOP OF BERM ELEV. 267.22 /o * ILEX GLABRA 'SHAMROCK SHAMROCK INKBERRY HOLLY 24-30 #5 CAN MUNICIPAL PROCESSED SEWAGE SLUDGE. ALL PRODUCTS SHOULD BE COMPOSTED CLEANED AND THE SITE LEFT IN A NEAT AND AGCEPTABLE. CONDITION AS
RIPRAP APRON OUTLET PROTECTION N 7 ILEX VERTICILLATA "WINTER RED’ WINTER RED WINTERBERRY HOLLY 30-36" #5 CAN k) B T R L el APPROVED BY THE OWNER'S AUTHORIZED REPRESENTATIVE.
EMER. SPILL ELEV. 265.00 - S - TV_88 KALMIA ANGUSTIFOLIA SHEEP LAUREL 18-24" #3 CAN HIGHER THAN 7.5 ’ P
PROJEGT NAME: HBG Gaugler - Single Family Homes QrY- h MAINTAIN TREES, SHRUBS AND OTHER PLANTS BY PRUNING, CULTIVATING AND
LOCATION: Rt. 663, New Hanover Township, PA TOP OF GRATE ELEV. 264.00 NN f * DENOTES PREFERRED PLANTING OPTION.  EACH ALTERNATIVE SPECIES OPTION IS TO BE PROVIDED FOR 20—30% OF THE TOTAL NUMBER MODIFY HEAVY CLAY OR SILT (MORE THAN 40% CLAY OR SILT) BY ADDING HEEDNG As RESURED Z(S)RRES’D‘L;ES CROWTH. «_RESTORE PLANTING SAUCERS.
PREPARED BY: UM DATE: 11/12/2004 o~ L - D OF PLANTS LISTED FOR EACH GROUP. COMPOSTED PINE BARK (UP TO 30% BY VOLUME) AND/OR GYPSUM. COARSE INSECTS AND DISEASE
CHECKED BY: DEW REV: - STANDARD PADOT | (EX: GROUP A. — 40% OCTOBER GLORY RED MAPLE, 20% BLOODGOOD LONDON PLANE TREE, 30% GREENSPIRE LINDEN.) SAND MAY BE USED IF ENOUGH IS ADDED TO BRING THE SAND CONTENT TO
‘ MORE THAN 60% OF THE TOTAL MIX. IMPROVE DRAINAGE IN HEAVY SOILS BY
MAINTAIN LAWNS BY WATERING, ADDED TO FERTILIZING, WEEDING, MOWING
| 5 | , . ) .
INLET BOX DLNAENST\NG ON RAISED MOUNDS OR BEDS AND INCLUDING SUBSURFACE DRAINAGE TRIMMING, AND OTHER OPERATIONS SUCH AS ROLLING, REGRADING AND
8 _— CHANNEL CROSS-SECTION : REPLANTING AS REQUIRED TO ESTABLISH A SMOOTH, ACCEPTABLE LAWN, FREE OF
ERODED OR BARE AREAS.
- MODIFY EXTREMELY SANDY SOILS (MORE THAN 85% SAND) BY ADDING ORGANIC
g MATTER AND/OR DRY, SHREDDED CLAY LOAM UP TO 30% OF THE TOTAL MIX.
&l =~ " PROP. TRASH RACK — PROP. ORIFICE PLATE
8 & ® A e 8. PLANTING
(=] = (SEE DETAIL) / (SEE DETAIL)
i [/ _ \r/ BOTTOM POSITION TREES AND SHRUBS AT THEIR INTENDED LOCATIONS AS PER THE PLANS
i ‘ —~ ‘ WIDTH | DEPTH AND SECURE THE APPROVAL OF THE LANDSCAPE ARCHITECT BEFORE EXCAVATING
PLAN ‘ // N | ELEV. 258.23 (ORIFICE FOR 18” RCP) CHANNEL o r 7 2 PITS, MAKING NECESSARY ADJUSTMENTS AS DIRECTED
— ELEV.=258.23 (5( OR‘F‘C@)*i\‘k\{\lf\\ \ } - - NO. STATIONS (FT) (FT) (FT) | (FT) LINING*
IN PLATE 1 /
d = 1.5 limes the \ \\‘ | IR IN17 ALL 8 1.25 3.5 3.5 [NAG S150
moximum stone diameter LLNN\ | /7 || GROUND SURFACE INT9 ALL 8 1.25 | 3.0 | 3.0 [NAG S150
< > PLANTING NOTES:
inches. /\l | .
=| / | + See Manufacturer's Lining Installation Detail for Staple Patt d Veqetation Stabiizati E,R‘NS?’SE,‘E D’ CO R E,‘?‘E N‘;][‘ONBAS[]V FL‘OOR 1. PLANT MATERIAL SHALL BE FURNISHED AND INSTALLED AS INDICATED; 14, EACH TREE AND SHRUB SHALL BE PRUNED IN ACCORDANCE WITH
§| CLASS A CONCRETE [ ee Manutacturers Lining installation Detall for Staple Fattemns, and vegetation Stablilization . INCLUDING ALL LABOR, MATERIALS, PLANTS, EQUIPMENT, INCIDENTALS, AND STANDARD HORTICULTURAL PRACTICE TO PRESERVE NATURAL CHARACTER
I MIN. COMPRESSIVE STRENGTH I Specifications for Soil Amendments, Seed Mixtures, and Mulching information. CLEAN—UP. OF PLANT. PRUNING SHALL BE DONE WITH CLEAN, SHARP TOOLS.
reon [rawaren [ @ [ V[ LT [ w0 e * 4000 P51 © 30 04 SEEDING SPECIFICATIONS (ERNMX-127):
; C‘>| (WITHIN INLET BOX) | - . 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLANTING AT CORRECT 15. ALL EXISTING TREES TO REMAIN SHALL BE PRUNED TO REMOVE ANY
; & - GRADES AND ALIGNMENT. LAYOUT TO BE APPROVED BY OWNERS DAMAGED BRANCHES AS A RESULT OF CONSTRUCTION OPERATIONS. ALL
OQUTLET NO D CONDITION (CFS3) FPS) (ft) it) (ft) SIZE . | | C
REPRESENTATIVE PRIOR TO INSTALLATION. EXISTING TREES SHALL BE FERTILIZED WITH A REGULAR GARDEN
(in) (Max or Min) I__L _________________ |__| ALOPECURUS ARUNDINACEUS GARRISON CREEPING FOXTAIL 257, FERTILIZER (5-10-5) UPON COMPLETION OF WORK. THE ENTIRE LIMB OF
X . ] - 3. PLANTS SHALL BE TYPICAL OF THEIR SPECIES AND VARIETY; HAVE ANY DAMAGED BRANGH SHALL BE CUT OFF AT THE TRUNK. CONTRACTOR
Ew1 24 x 38 MIN 32.81 7.28 3 17 1.50 R-4 O |_ &— PROPOSED PennDOT 2B AGGREGATE 4'J ELYMUS VIRGINICUS VIRGINIA WILD RYE 25% NORMAL GROWTH HABITS; WELL DEVELOPED BRANCHES, DENSELY FOLIATED, TO ENSURE THAT CUTS ARE SMOOTH AND STRAIGHT. ANY EXPQOSED
Ew? 24 MIN 29,26 9.57 9 15 2,925 s | e ——— CAREX VULP‘NO‘DEA FOX SEDGE 20% VIGOROUS ROOT SYSTEMS AND BE FREE FROM DEFECTS AND INJURIES ROOTS SHALL BE CUT BACK WITH SHARP TOOLS AND FILLED AROUND WITH
- - - TOPSOIL. COMPLETELY SATURATE THESE AREAS WITH WATER. ROOTS
EWS 48 MIN 35.48 2.82 2 20 1.50 R-4 AGROSTIS. SCABRA TICKLEGRASS (ROUGH BENTGRASS) % 4. CONTRACTOR SHALL REPORT ANY SOIL OR DRAINAGE CONDITIONS SHALL NOT BE LEFT EXPOSED FOR MORE THAN ONE (1) DAY. CONTRACTOR
Ewe 2 . 42.85 80 - 5 16 4 50 i POA PALUSTR‘S FOWL BLUEGRASS 5% CONSIDERED DETRIMENTAL TO THE GROWTH OF PLANT MATERIAL. IS TO PRQTECT ALL EXISTING TREES TO REMAIN BY ERECTING TREE
2 7. : 5 £ - _ PROTECTION FENCE AT THE DRIP LINE. THIS WILL ENSURE NO COMPACTION
OUTLET STRUCTURE DETAIL BASIN #IA SPARGANIUM EURYCARPUM GIANT BUR-REED 3% 5. ALL PLANT MATERIAL SHALL BE GUARANTEED BY THE CONTRACTOR TO OF THE ROOT MASS.
( BIDENS FRONDOSA BEGGAR TICKS 5% BE IN VIGOROUS GROWING CONDITION. PROVISION SHALL BE MADE FOR A
NT.S VERBENA HASTATA BLUE VERVAIN 3% GROWTH GUARANTEE OF AT LEAST ONE YEAR FROM THE DATE OF FINAL 16. ALL PLANTING BEDS SHALL BE MULCHED WITH 3” LAYER OF DOUBLE
. » o ) o ) TS APPROVAL BY THE TOWNSHIP. REPLACEMENTS SHALL BE MADE AT THE SHREDDED HARDWOOD BARK MULCH.
;"eaﬂ"c;ﬁamd:’?’0?:}’-”}5”":;”"‘Ofe“e‘?d‘f{"“"‘“a"‘m"mpem’m“b’e shown in the NOTE: JUNCUS EFFUSUS SOFT RUSH 2% BEGINNING OF THE FIRST SUCCEEDING PLANTING SEASON. ALL
rogram Manual for the proposed riprap protection. NVIL REPLACEMENTS SHALL HAVE A GUARANTEE EQUAL TO THAT STATED
2 ForT, > 1/2D, - L, = 1.8{(QD WD, ]+ 7D 1. BUTYL RESIN MASTIC SEAL SHALL BE PLACED WITHIN ALL JOINTS OF THE OUTLET SCIRPUS ATROVIRENS GREEN BULRUSH 2% EOVE 17. NEW PLANTING AREAS SHALL BE ADEQUATELY IRRIGATED OR WATERED
ForTo <120 - L. = 3(QD D "] ? STRUCTURE WHEN ASSEMBLED AND BETWEEN TOP OF GRATE AND TOP OF STRUCTURE. SCIRPUS CYPERINUS WOOL GRASS 2% ' TO ESTABLISH THE PROPOSED PLANTS AND LAWN.
) ¥ e o orTe 6. INSOFAR AS IT IS PRACTICABLE, PLANT MATERIAL SHALL BE PLANTED 18. PRIOR TO THE ISSUANCE OF ANY CERTIFICATE OF OCCUPANCY., THE
P ForT, > 120, - W=3D, +04L, SCIRPUS POLYPHYLLUS MANY-LEAVED BULRUSH 2% ON THE DAY OF DELIVERY. IN THE EVENT THIS IS NOT POSSIBLE, THE PROPOSED LANDSCAPE AS SHOWN ON THE APPROVED LANDSCAPE PLAN
ForT, <1/2D, - W=3D, +L, TOP OF BERM ©267.22 SOLIDAGO PATULA ROUGH-LEAVED GOLDENROD 1% ggm‘RNACJNOPRLENHTAE% FPORROTLEOCNTGESQO%AHOX ?HLQEETESAY PPLEARNK;S i?%& NOT MUST BE INSTALLED, INSPECTED AND APPROVED BY THE TOWNSHIP
LANDSCAPE ARCHITECT. THE TOWNSHIP ENGINEER AND LANDSCAPE
MIMULUS RINGENS SQUARE STEM MONKEYFLOWER 1% DELIVERY. ANY PLANTS NOT INSTALLED DURING THIS PERIOD WILL BE ARCHITECT SHALL TAKE INTO ACCOUNT SEASONAL CONSIDERATIONS IN THIS
REJECTED.
EMERGENCY SPILLWAY CREST @265.00 BIDENS CEMUA NODDING BUR MARICOLD 1% REGARD AS FOLLOWS. THE PLANTING OF TREES, SHRUBS, VINES OR

(4) 3/8” STAINLESS
STEEL ANCHOR BOLTS

ORIFICE FOR 18" RCP

PROPOSED PYRAMAT LINING

(TYP.)

EARLY SPRING ONLY.

7. QUALITY AND SIZE OF PLANTS, SPREAD OF ROOTS, AND SIZE OF
BALLS SHALL BE IN ACCORDANCE WITH ANSI Z60.1 (REV. 2001) "AMERICAN

AREAS TO INCORPORATE FERTILIZER AND SOIL CONDITIONERS AS STATED IN
PLANTING SPECIFICATIONS.

GROUND COVER AS REQUIRED BY OR ASSOCIATED WITH A SUBDIVISION OR
SITE PLAN APPROVAL BY THE PLANNING BOARD OR ZONING BOARD OF
ADJUSTMENT SHALL BE INSTALLED DURING THE FOLLOWING PLANTING

TYP .
e OR AN APPROVED EQUNALENT 1) SOW ABOVE MIX AT A RATE OF 15 LBS./ACRE RURSERY AND LANDSCARE ASSOCIATION, T 0 01 THE AMERICAN SEASONS:
BOTTOM OF BASIN @258.50 2.)  SUPPLEMENT ABOVE MIX WITH ANNUAL RYE AT A RATE OF 10 LBS/ACRE. 8 AL PLANTS SHALL BE PLANTED IN ANENDED TOP SO THAT I T 31570 12/15
" DEEP EMBEDMENT 3)  MOW SEEDED AREA EVERY THREE YEARS. MOWING SHALL TAKE PLACE IN THOROUGHLY WATERED AND TAMPED AS BACK FILLING PROGRESSES. o s 10 618

9/15 TO 12/1

6" ORIFICE
SIDE VIEW 9. PLANTS SHALL NOT BE BOUND WITH WIRE OR ROPE AT ANY TIME SO EB@TNHGERTMHOEREF'AELHEPLFfﬁTL‘%Vé‘NSGEATSRSE E)/GE‘ETT(‘)ESTHSEH@;LZANR%TS B/_\Esggé&%%
—_— AS TO DAMAGE THE BARK OR BREAK BRANCHES. PLANTS SHALL BE WITH PLANTING THESE TREES IN THIS SEASON.
PROPOSED NAG P300 EROSION CONTROL HANDLED FROM THE BOTTOM OF THE BALL ONLY.
The IISNOUTII 0i|-Watel'-Debl‘iS Sto TOP OF BERM @267.22 BLANKET OR AN APPROVED EQUIVALENT 10. PLANTING OPERATIONS SHALL BE PERFORMED DURING PERIODS WITHIN QEEELEU\?EF%WES EE@L’?&%SVQ%‘EERTF‘?SUA
p 247x24” (MIN.), 3/8” THICK \ ,(EMERGENCY SPILLWAY CREST 265,00 THE PLANTING SEASON WHEN WEATHER AND SOIL CONDITIONS ARE CARPINUS, VARIETIES PRUNUS. VARIETIES
V) . SUITABLE AND IN ACCORDANCE WITH ACCEPTED LOCAL PRACTICE. PLANTS CRATEGUS VARIETIES PYRUS VARIETIES
STAINLESS STEEL ORIFICE PLATE [ | SHALL NOT BE INSTALLED IN TOPSOIL THAT IS IN. A MUDDY OR FROZEN KOELREUTERIA QUERCUS VARIETIES
ANTI-SIPHON VACUUM BREAK (NEOPRENE GASKET TO BE UTILIZED) CONDITION.  ALL PLANT MATERIAL SHALL BE SPRAYED WITH 'WILT-PRUF LIQUIDAMBER STYRACIFLUA  SALIX WEEPING VARIETIES
. 1" PVC PIPE D] BOTTOM_OF_BASIN_@258.59 OR EQUAL AS PER MANUFACTURER'S INSTRUCTIONS. LIRODENDRGN TULIPIFERA TILIA TOMENTOSA
d = AL NFTER N NOTE. 11. NO PLANT, EXCEPT GROUND COVERS, SHALL BE PLANTED LESS THAN ZELKOVA VARIETIES
SS AVAILABLE MOUNTING NON—SHHRINK GROUT SHALL BE PROVIDED ALONG ALL TOF OF ENBAYKNENT 026450 TWO FEET FROM EXISTING STRUCTURES AND SIDEWALKS. ANY PLANTINGS INSTALLED IN CONFLICT WITH THIS REQUIREMENT MUST
5 EDGES OF THE ORIFICE PLATE RECEIVE THE WRITTEN APPROVAL OF THE TOWNSHIP ENGINEER OR
, ~ FRONT VIEW 12 SEL AT I 00 ST, S SIS I LS AR o o PTG AL 0 Cout o
] - THESE REQUIREMENTS WILL REQUIRE THE REMOVAL OF THE PLANTING IN
SCREW-IN GASKETED  — ORIFICE PLATE DETAIL THE GROUND SURFACE WILL BE ESTABLISHED. LOCATE PLANT IN THE QUESTION. THIS REQUIREMENT DOES NOT APPLY TO SEEDING OR SODDING
~ / D | chsS POR NTS BASIN SPILLWAY LINING DETAIL CENTER OF THE PIT. OR PLANTINGS SPECIFICALLY FOR SOIL STABILIZATION PURPOSES. THE
ACCESS PORT | T e PLANTING ASSOCIATED WITH ANY LOT GIVEN A CERTIFICATE OF OCCUPANCY
/ ! ‘ N.TS. 13. ALL INJURED ROOTS SHALL BE PRUNED TO MAKE CLEAN ENDS BEFORE OUTSIDE THESE PERIODS SHALL BE PROVIDED DURING THE PREVIOUS OR
| PLANTING uwuzw? CLEAN, SHARP TOOLS. IT (\;5 ADV\SAB(LE TO PRUNE NEXT APPROPRIATE SEASON.
TRAPPED ¢ APPROXIMATELY 1/3 OF THE GROWTH OF LARGE TREES (2" CALIPER AND )
STATIC OUTLET OVER) BY THE REMOVAL OF SUPERFLUOUS BRANCHES, THOSE WHICH 19. ALL DISTURBED AREAS TO BE TREATED WITH 4" TOP SOIL & SEEDED IN
OIL AND PIPE CROSS, THOSE WHICH RUN PARALLEL, ETC. MAIN LEADER OF TREES WILL ACCORDANCE WITH PERMANENT STABILIZATION METHODS INDICATED WITHIN
WATER LEVEL NOT BE CUT BACK. LONG SIDE BRANCHES, HOWEVER, MUST BE SHORTENED. THE SOIL EROSION AND SEDIMENT CONTROL NOTES.
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SUMP Slelelzlz|s|=|2|E GAUGLER TRACT RESIDENTIAL SUBDIVISION STORMWATER
UNIFORM NN UN o222 (2|2|Z2|=|2 ROUTE 663
o B FORMED PLANNED COMMUNILY ACT HEEHEEEE i HIEE O MANAGEMENT DETAILS
SEE EEme e ne THE GAUGLER TRACT RESIDENTIAL SUBDIVISION IS A PLANNED COMMUNITY. THE FOLLOWING IMPROVEMENT "MUST BE BUILT" SEEEEEEE ONTSONERY COUNTY, PENSYLVANA |
IN THE PLANNED COMMUNITY: ALL PUBLIC IMPROVEMENTS INCLUDING STREETS, STORM SEWERS, SWALES, STORM WATER g i I D Y = \( Y(OWE: 12/30/04)(SCALE (H):  AS NOTED
MANAGEMENT FACILITIES, SANITARY SEWERS AND APPURTENANT FACILITIES, WATER FACILITIES, TRALS AND LANDSCAPING. MEFE R . ) SHEET NO:
. Z R.D. IRONS | CALLBEFORE YOU DIG! [— —
: 0:
= PENNSYLVANIA LAW REQUIRES P03-0109.01
WATER QUALITY INLET 3 WORKING DAYS NOTICE FOR o 0T 3 9
SNOUTS TO BE PLACED ON INLETS IN—11, IN=30, IN=37 AND ON MH-21A CONSTRUCTION PHASE AND 10 WORKING o ot bR
<< DAYS IN DESIGN STAGE — STOP CALL D :
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